
ACCESSORIES 

APPLICATION

DIN Rails

Suitable for mounting various modular units.

DIMENSIONS

Material

Color

Length

Standards

TECHNICAL DATA

Steel, zinc electroplated with yellow achromate passivation. aluminium alloy optional.

Yellow or silver gray

2m, 1m and other lengths upon request

DIN 46277, CENELEC EN 50.022   EN 50.023   EN50.035

Type

DR101

DR102

DR301

DR201

DR302

W

35

35

32

35

32

Dimensions (mm)

H

7.5

7.5

15

15

15

T

1

1

1.5

1.5

1.5

Length(meters)

2/1

2/1

2/1

2/1

2/1

APPLICATION

Flexible Tube

Material: PA
Service temperature: 
-40℃ to 100℃ (PA)
-40℃ to 80℃ (PE)

SPECIFICATIONS

Size
(AD)

Material
d

(mm)
D 

(mm)

PE

PE

PE

PE

PE

PE

PE

PE

PE

7

10

13

14

17

22.5

28.5

35

43

10

13

15.8

18.5

21.2

28.5

34.5

42.5

54.5

10

13

15.8

18.5

21.2

28.5

34.5

42.5

54.5

Protection degree: IP65
Color: black
Other color please contact us

DR101 DR102DR301 DR201 DR302
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